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AESTUVER Fireprotection
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• 1000°C AEC F90
• 1100°C AE F240
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• 1350°C AET/AET+ F180
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COMPONENTS

AESTUVER Fireprotection
COMPONENTS

1. lightweight concrete
2. alkali-resistant glassfibers (5cm)
+
3. blown glass granules from 12mm 

thick AESTUVER boards

HOW 2 REDUCE WEIGHT 
WHEN BECOMMING 

BIGGER
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3AESTUVER -- beams/columns according EN 13381-4 -- Ing. Larson van Dijk 19.06.2014



Characteristic values:
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fermacell AESTUVERB  / C l  EN13381 4 2013
AESTUVER Fireprotection
fermacell AESTUVERBeam / Column - EN13381-4:2013
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B  / C l  EN13381 4 2013
AESTUVER Fireprotection
Beam / Column - EN13381-4:2013

Application documents

Technical Information

AESTUVER Fireprotection Board

Information and Guidline
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B  / C l  EN13381 4 2013
AESTUVER Fireprotection
Beam / Column - EN13381-4:2013
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B  / C l  EN13381 4 2013
AESTUVER Fireprotection
Beam / Column - EN13381-4:2013

Application documents

Dimension

...find a solution

Processing guideline
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B  / C l  EN13381 4 2013
AESTUVER Fireprotection
Beam / Column - EN13381-4:2013

Application documents

Design details

Classification report
information
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AESTUVER Fireprotection
B  / C l  EN13381 4 2013Beam / Column - EN13381-4:2013

Documentation

Working documents

Technical Date 
(supported VB NL)

P/A factor - steel profil

board thickness
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AESTUVER Fireprotection
B  / C l  EN13381 4 2013Beam / Column - EN13381-4:2013

Documentation

Working documents - find the right solution
(in dependence to distance fixing/backing stripe)(in dependence to distance fixing/backing stripe)

Technical Date (supported VB NL)

19.06.2014AESTUVER -- beams/columns according EN 13381-4 -- Ing. Larson van Dijk 15



AESTUVER Fireprotection
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Documentation
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FERMACELL Fireprotection
B  / C l  EN13381 4 2013Beam / Column - EN13381-4:2013

R30 – R120
Gedrag plaat tot 80-90 min:

Krimp zichtbaar, echter geen scheuren!

12,5 mm fermacell Firepanel A1 

➪ 1-/2-/3-lagig
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FERMACELL Fireprotection
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